
                                                 

Stainless Steel Rebar 

                  

Contractors Materials Company/CRR offers stainless reinforcement bars in the 
austenitic and duplex grades in various sizes available in coils and straight lengths. 
High resistance to corrosion makes this product ideal for concrete reinforcement in 
bridges, parking garages and coastal facilities. Additionally, the non-magnetic 
properties are well suited for military, medical and scientific applications. 

Steel Types       

Steel Type UNS ASTM EU Norm 

Austenitic S31653 316LN 1.4429 

Duplex S31803 / S32205 2205 1.4462 

Duplex S32304 2304 1.4362 

    
Mechanical 
Properties   

 

ASTM Grade                           
Tensile Strength 
(ksi) Yield Strength (ksi) % Elongation 8 Inch 

Grade 60 90 min 60 min 20 min 

Grade 75 * 100 min 75 min 20 min 
Specifications: A276, ASTM A955, BS6744 

Note: Material may be certified to other standard specifications as well 

*Material will meet Grade 75 to 0.2% offset YS only. 

Chemical Composition 

Straight Lengths: Up to 60 ft. lengths in 2000–2500 lb. bundles.  Bundles may be wrapped in plastic upon request. Custom Fabricated 

bar per detail design. 

Completed Stainless Steel Projects__________________________ 
Gerald Desmond Bridge- Long Beach; St Croix River Crossing- Minnesota, I66 OTB- Virginia; LA 1 Bridge- Grand Isle LA; Sargent Beach Bridge- Matagorda TX; I65/I70 

North Split- Indianapolis; Hunts point Interchange PH1- NYSDOT; State Hwy 58; Golden Colorado, I-94 Bridge; Michigan; Hastings Bridge; Hastings Minnesota, Illinois 

Toll-way Project; Chicago IL; Walker Brook Bridge; New Brunswick Canada, Wintersburg Channel: Orange County CA. 

                       

Grade C Mn P S Si Cr Ni Mo N Cu 

316LN 0.03 Max 2.00 Max 0.045 Max 0.030 Max 1.00 Max 16.00 - 18.00 10.00 - 14.00 2.00 - 3.00 0.10 - 0.16   

2205 0.03 Max 2.00 Max 0.030 Max 0.020 Max 1.00 Max 22.00 - 23.00 4.50 - 6.50 3.00 - 3.50 0.14 - 0.20   
2304 0.03 Max 2.50 Max 0.040 Max 0.030 Max 1.00 Max 21.50 - 24.50 3.00 - 5.50 0.05 - 0.60 0.05 - 0.20 0.05 - 0.60 
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